
A PACCAR COMPANY  DRIVEN BY QUALITY

NEW GENERATION DAF  Electric Model Overview
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XB 12t PACCAR EX-M1 (120 kW) 141 210 / 282 kWh
XB 16t PACCAR EX-M2 (190 kW) 210 / 282 kWh
XB 19t PACCAR EX-M2 (190 kW) 210 / 282 kWh

3 4 5

XF 270 PACCAR EX-D2 (270 kW) 315 420 525 kWh
XF 310 PACCAR EX-D2 (310 kW) 420 525 kWh
XF 350 PACCAR EX-D2 (350 kW) 420 525 kWh

2 3 4 5

XD 170 PACCAR EX-D1 (170 kW) 210 315 420 525 kWh
XD 220 PACCAR EX-D1 (220 kW) 315 420 525 kWh
XD 270 PACCAR EX-D1 (270 kW) 315 420 525 kWh

XD 270 PACCAR EX-D2 (270 kW) 315 420 525 kWh
XD 310 PACCAR EX-D2 (310 kW) 420 525 kWh
XD 350 PACCAR EX-D2 (350 kW) 420 525 kWh

HV Battery Pack(s)*

Day Cab

Day Cab

Extended Day Cab

Sleeper Cab

Sleeper Cab

Sleeper High Cab

Sleeper High Cab

* Installed Energy Capacity 
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